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	APPENDIX A – ELECTRICAL ISOLATION, LOCKOUT and TAGGING



Hazardous Energy Analysis for Equipment – Worksheet

	Date:
	

	Location:
	

	Equipment Description:
	

	Authorised Employee(s):
	


	1   Obtain authorisation and ensure that all affected personnel are notified.
	(

	2   Identify all hazardous energy sources and energy isolating devices that will be locked and/or tagged.
	(


	HAZARDOUS ENERGY
	ENERGY ISOALTING DEVICES
	CONTROL DEVICES

	Type
	Magnitude
	Type
	Location
	ID #
	Lock
	Tag
	Both
	Comments

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	


	3   Shut down equipment and de-activate the energy-isolating devices.
	(

	4   Apply lockout and/or tagout to all energy-isolating devices.
	(

	5   Dissipate or restrain all stored energy.
	(

	6   Verify that all hazards are controlled.
	(

	7   Inspect the work area after completion of work.  (Retrieve tools and equipment)
	(

	8   Assure that all equipment components are operationally intact.
	(

	9   Have all lockout and tagout devices removed by the person who applied them.
	(

	10 Re-energise equipment and determine if equipment is working properly.
	(

	11 Notify and return custody of equipment to affected personnel.
	(
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