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	Last Review:

Next Review: July 2005

Issue No: 01

	
	Issue Date: July 2004

	National Safe Work Method Statement (Generic to the Activity)
	

	
	Document Number: SWMS-004

	WORKING FROM HEIGHTS



	JOB PURPOSE: There is a duty of care of all persons involved, to ensure that the design and construction of a building or structure allows persons to properly construct, maintain, repair or service the building or structure in a safe manner.  
	Date: August 2004

Review Date: August 2005
	     (  New SWMS

         Revised SWMS

	Risk: HIGH RISK TASK
	Title/Positions - Who Does Job

Technicians
	Supervisor

Account Manager
	Analysis By
Trane Perth OHS Committee

	Company

Trane Australia Pty Limited
	Branch / Location

All Locations where Trane Technicians work
	Approved By

Branch Manager
	Reviewed By

National OHS Officer

	REQUIRED PPE
	PLANT and EQUIPMENT
	SAFETY PRECAUTIONS/SKILLS

	Safety Boots
	Danger Tags 
	Before any repair or alteration work is started the electrical circuits or equipment to be worked on must be disconnected from the electricity supply, unless other adequate precautions are taken to prevent electric shock.



	SEQUENCE OF BASIC JOB STEPS
	HAZARDS / RISKS
	RECOMMENDED SAFE WORKING STEPS 

	Working on Roofs 
	· Falling

· Fatality

· Cuts, strains and bruises

· Broken bones


	1. Where access to plant is across a sloping roof, employees should make sure they are wearing rubber soled footwear and, if necessary secured to the building using a safety harness and lifeline. 

2. Doorways onto roof spaces and into plant rooms shall be left open at all times and tied back or secured with a wedge to ensure that the door cannot be accidentally closed.



	Tower Scaffolds
	· Falling

· Fatality

· Cuts, strains and bruises

· Broken bones


	1. Ensure an adequate instruction manual is available on site.  The instruction manual must notify you of the maximum height the tower can be erected or for free stranding towers, the maximum height to at least base ratio.

2. The scaffold shall be erected and maintained by a competent person.  Scaffolding which exceeds, or is likely to exceed a height of 4m must be erected or dismantled by a certified scaffolder.

3. Ensure tower remains stable in all weather conditions.

4. The platform must have safe means of access on the narrowest side of the tower.

5. Do not climb the tower frame unless a ladder is incorporated.

6. Scaffold towers in which a person could fall more than 2m should be fitted with guardrails and toe boards.  The guardrails should be 1m above the platform.

7. The base of the tower must rest on a firm level ground.

8. Before moving the tower, make sure there are no obstructions at high level, remove all tools and equipment from the platform.


	SEQUENCE OF BASIC JOB STEPS
	HAZARDS / RISKS
	RECOMMENDED SAFE WORKING STEPS 

	Tower Scaffolds
	
	9. Push the tower from the base only.

10. Scaffolding which is incomplete and left unattended should have “Danger Tags” and warning signs attached at appropriate locations to prevent use.

11. Check tower before use for defects.



	Portable Ladders
	· Falling

· Fatality

· Cuts, strains and bruises

· Broken bones


	1. Choosing the type of ladder appropriate for the task.

2. Step and trestle ladders should be used only in the fully open position.

3. A stepladder may be used in the closed position by leaning against a support, however care must be taken to ensure that the front stiles carry the load only.

4. Ladder to be in good working order, including a slip resistant base, rungs or steps, free from grease on the stiles, etc and has operational locking devices.

5. Wearing slip resistant footwear.

6. When a person is stepping from a ladder ensuring that they have a firm and level work platform, free from obstructions to step onto.

7. Ensuring that stiles of the ladder extend at least 1m to 1.05m above the stepping off point and the ladder is securely fixed.

8. Ensuring that the ladder is the right height for the task to avoid over reaching or over stretching.

9. Ensuring that the ladder when leant against a support structure (e.g. wall) that is not too close too or too far from the support structure.  Should be placed at a suitable angle 1m out for every 4m height.

10. Correctly and securely fixed at the top or having another person hold the base of the ladder, if not, then footed, but only if they are under 5m height.

11. Making sure that all locking devices on the ladder are secure.

12. Using the ladder on firm, stable and level ground.



	Trestle Scaffold
	· Falling

· Fatality

· Cuts, strains and bruises

· Broken bones


	1. Intended for light work of a short duration.

2. Consists of two pairs of trestles supporting scaffolding boards.

3. Must be on a firm base.

4. Not to be used where anyone can fall more than 4.05m.

5. Recommended that above 1.83m staging is made high enough for persons to work in a sitting position.

6. Only one tier permitted when folding supports used (no guardrails and toe boards required)


	SEQUENCE OF BASIC JOB STEPS
	HAZARDS / RISKS
	RECOMMENDED SAFE WORKING STEPS 

	
	
	7. May be erected on a scaffold platform only if there is sufficient space for employees and materials.  Must be firmly braced and attached to scaffold.

8. Scaffold boards must be of equal size.

9. At least one third of the trestle should be above the top platform.

10. Toe boards and guardrails shall be used on fixed trestles where the platform level is over 2m high.




I have read and understood the contents of the Safe Work Method Statement.  I have discussed this SWMS with the person supervising the task. 

	Employee / Contractor / Sub Contractor Signature
	Date
	Employee / Contractor / Sub Contractor Signature
	Date
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